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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application . 
Listing of Claims: 

1. (Currently Amended) A revocation information transmission method used in a 
system including first and second a plurality of contents transmitting devices for transmitting 
contents, and first and second a plurality of contents receiving devices for receiving contents_on 
a network , the method comprising the steps of: 

executing mutual authentication between the f i rst and sccond pluralitv of contents 
transmitting devices and the first and sccond plurality of contents receiving devices, 
respectively, each of the f i rst and second contents transmitting devices reading authentication 
information of a respective one of the f i rst and second contents receiving devices; 

individually uploading revocation information including key information of mutual 
authentication failure from each of the f i rst and second contents transmitting devices or each of 
the f i rst and second contents receiving devices in case of mutual authentication failure to a 
revocation integrator ; 

integrating , with the revocation integrator, the revocation information from each of the 
f-ffs^contents transmitting dcvice devices with the revocation information from the second each 
of the contents transmitting dcv i ce devices , as anjntegrated revocation i nformat i on list 
representing a common list of revocations for the contents receiving devices and the contents 
transmitting devices on the network ; 

packetizing the integrated revocation informat i on list and multiplexing the packetized 
revocation i nformation list into a stream; 

transmitting the stream to the contents transmitting devices on the network: 

wherein the stream is an MPEG transport stream, and the integrated revocation list is 
transmitted by using a data structure of a section of the MPEG transport stream . 

2. -3. (Cancelled) 
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4. (Currently Amended) The revocation information transmission method of claim 
1, wherein the stream is an MPEG transport stream, and the integrated revocation 
information list is transmitted by using a data structure of a_PES packet of the MPEG transport 
stream. 

(Currently Amended) The revocation information transmission method of claim 
the stream is an MPEG transport stream, and the integrated revocation 
ilist is transmitted by using a payload of a_transport packet of the MPEG transport 

6. (Currently Amended) The revocation information transmission method of claim 
1, wherein the integrated revocation i nformation list is transmitted by using an IP packet. 

7. -8. (Cancelled) 

9. (Currently Amended) A revocation information transmitting apparatus system 
comprising: 

a plurality of contents transmitting devices for transmitting contents; 

a plurality of contents receiving devices for receiving contents, which are respectively 
connected to the plurality of contents transmitting devices; 

a first digital interface for outputting a compressed/expanded digital signal from the 
contents transmitting device to the contents receiving device; 

a second digital interface for transmitting and receiving authentication information of the 
contents receiving device between the contents transmitting device and the contents receiving 
device; 

a network for sucking up revocation information from the plurality of contents 
transmitting devices or the plurality of contents receiving devices in case of mutual 
authentication failure between the contents transmitting devices and contents receiving 
devices; 

an integrating means for integrating the revocation information , as an integrated 
revocation list from the contents transmitting devices or the contents receiving devices, which is 
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connected to the network , the integrated revocation list representing a common list of 
revocations for the contents receiving devices and the contents transmitting devices on the 
network ; 

a multiplexing means for packetizing the integrated revocation i nformat i on Ust integrated 
by the integrating means and multiplexing it into a stream; and 

a transmitting means for transmitting the stream,, 

wherein the stream is an MPEG transport stream, and the integrated rev ocation list is 
transmitted bv using a data structure of a sectio n of the MPEG transport stream. 

10. -11. (Cancelled) 

12. (Currently Amended) The revocation information transmitting apparatus of claim 
9, wherein the stream is an MPEG transport stream, and the integrated revocation 
information Ust is transmitted by using a data structure of aPES packet of the MPEG transport 
stream. 

13. (Currently Amended) The revocation information transmitting apparatus of claim 
9, wherein the stream is an MPEG transport stream, and the integrated revocation 
information list is transmitted by using a payload of a transport packet of the MPEG transport 
stream. 

14. (Currently Amended) The revocation information transmitting apparatus of claim 
9, wherein the integrated revocation informotion list is transmitted by using an IP packet. 

15. -16. (Cancelled) 

17. (Currently Amended) A revocation information transmission method comprising 
the steps of: 

executing mutual authentication between a-contents transmitting equipment and a 
contents receiving equipment, executed by the contents transmitting equipment which reads 
authentication information of the contents receiving equipment through a sccond first digital 
interface; and 
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outputting revocation information including key information of mutual authentication 
failure from the contents transmitting equipment or the contents receiving equipment in case of 
mutual authentication failure, 

wherein the revocation information transmission method is used in a system comprising 
a-contents transmitting equipment for transmitting contents, a-contents receiving equipment for 
receiving contents, a ftfst second digital interface for outputting compressed/expanded digital 
signal from the contents transmitting equipment to the contents receiving equipment, and a 
sccond the first digital interface connecting means for transmitting and receiving data between 
and connecting the contents transmitting equipment to the contents receiving equipment , and a 
revocation integrator integrating the revocation information, as an integrated revocation list 
from the contents transmitting devices or the contents receiving devices, which is connected to 
the network, the integrated revocation list representing a common list of revocations for the 
contents receiving devices and the contents transmitting devices on the network, 

wherein the integrated revocation list is t ransmitted from the revocation integrator to 
the contents transmitting devices using a data structure of a section of an MPEG transport 
stream . 

18. (Currently Amended) A revocation information transm i tt i ng managing apparatus 
comprising: 

a plurality of contents transmitting equipments , connected to a network, for transmitting 
contents; 

a plurality of contents receiving equipments , connected to a network, for receiving 
contents, which are respectively connected to the plurality of contents transmitting equipments; 

a first digital interface for outputting compressed/expanded digital signal from the 
contents transmitting equipment to the contents receiving equipment; 

a second digital interface connecting means for transmitting and receiving authentication 
information of the contents receiving apparatus between connecting the contents transmitting 
equipment to the contents receiving equipment; 

a means for executing mutual authentication between the contents transmitting 
equipment and the contents receiving equipment; and 
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an outputting means for outputting revocation information including key information of 
mutual authentication failure from the contents transmitting equipment or the contents 
receiving equipment in case of failure in the mutual authentication 

a receiving means for receiving an integrated revocation list from a revocation integrator 
representing a common list of revocations for the contents receiving equipment and the 
contents transmitting eouipment on the network, 

wherein the integrated revocation list is transmitted from the revocation integrator to 
the receiving means using a data structure of a section of an MPEG transport stream . 

19. (Currently Amended) The revocation information transmission method of claim 
1, wherein: 

one of the f i r s t contents transmitting devtee devices, as a first contents transmitting 
device includes a first digital interface for outputting a compressed/expanded digital signal to a 
respective one of the f i rst contents receiving device, as a first contents receiving device and a 
second digital interface for executing the mutual authentication between the first contents 
transmitting device and the first contents receiving device, the method further comprising: 

receiving the stream by the first contents transmitting device; and 

selectively outputting, via the first digital interface of the first contents transmitting 
device, the compressed/expanded digital signal to the first contents receiving device responsive 
to the integrated revocation i nformation list received in the stream. 
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